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2-CIVIL PLANS

C-101 SITE PLAN
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LOWER SPRING CREEK TANK SUMMARY OF WORK:
1. BLAST ENTIRE CONCRETE SURFACE TO ACHIEVE CSP PROFILE 

OF 4.
2. COAT ENTIRE LID AND UPPER 2 FEET OF WALL (PAST LID/WALL 

JOINT) WITH VEHICULAR TRAFFIC COATING SYSTEM PER 071816 
(EXCAVATION BY OWNER).

UPPER SPRING CREEK TANK SUMMARY OF WORK:
1. BLAST ENTIRE CONCRETE SURFACE TO ACHIEVE CSP PROFILE 

OF 4.
2. REROUTE OLD CRACKS TO REMOVE OLD JOINT SEALANT, AND 

ROUTE NEW CRACKS.
3. SEAL CRACKS WITH ELASTOMERIC JOINT SEALANT PER 079213.
4. REPAIR DELAMINATION BY COATING ENTIRE LID AND UPPER 2 

FEET OF WALL WITH POLYMER CONCRETE OVERLAY PER 
320126.

5. COAT ENTIRE LID AND UPPER 2 FEET OF WALL (PAST LID/WALL 
JOINT) WITH VEHICULAR TRAFFIC COATING SYSTEM PER 071816.

UPPER SPRING CREEK TANK
APPROXIMATE DIAMETER = 136'

LOWER SPRING CREEK TANK
APPROXIMATE DIAMETER = 126'

N

NOTE:
1. ALL BLASTED MATERIAL AND MEDIA TO BE REMOVED FROM SITE
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